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49 CFR Ch. I (10–1–07 Edition) § 171.11 

[Amdt. 171–111, 56 FR 66159, Dec. 20, 1991, as amended by Amdt. 171–136, 60 FR 49108, Sept. 21, 
1995; Amdt. 171–135, 60 FR 50302, Sept. 28, 1995; 66 FR 33335, June 21, 2001; 66 FR 45378, Aug. 
28, 2001; 68 FR 75740, Dec. 31, 2003] 

§ 171.11 [Reserved] 

§ 171.12 North American Shipments. 

(a) Requirements for the use of the 
Transport Canada TDG Regulations. (1) 
A hazardous material transported from 
Canada to the United States, from the 
United States to Canada, or transiting 
the United States to Canada or a for-
eign destination may be offered for 
transportation or transported by motor 
carrier and rail in accordance with the 
Transport Canada TDG Regulations 
(IBR, see § 171.7) as authorized in 
§ 171.22, provided the requirements in 
§§ 171.22 and 171.23, as applicable, and 
this section are met. In addition, a 
cargo tank motor vehicle, portable 
tank or rail tank car authorized by the 
Transport Canada TDG Regulations 
may be used for transportation to, 
from, or within the United States pro-
vided the cargo tank motor vehicle, 
portable tank or rail tank car conforms 
to the applicable requirements of this 
section. Except as otherwise provided 
in this subpart, the requirements in 
parts 172, 173, and 178 of this subchapter 
do not apply for a material transported 
in accordance with the Transport Can-
ada TDG Regulations if all other re-
quirements of this subpart and the 
TDG Regulations are met. 

(2) General packaging requirements. 
When the provisions of this subchapter 
require a DOT specification or UN 
standard packaging to be used for 
transporting a hazardous material, a 
packaging authorized by the Transport 
Canada TDG Regulations may be used, 
subject to the limitations of this part, 
and only if it is equivalent to the cor-
responding DOT specification or UN 
packaging (see § 173.24(d)(2) of this sub-
chapter) authorized by this subchapter. 

(3) Bulk packagings. A portable tank, 
cargo tank motor vehicle or rail tank 
car equivalent to a corresponding DOT 
specification and conforming to and 
authorized by the Transport Canada 
TDG Regulations may be used pro-
vided— 

(i) An equivalent type of packaging is 
authorized for the hazardous material 

according to the § 172.101 table of this 
subchapter; 

(ii) The portable tank, cargo tank 
motor vehicle or rail tank car con-
forms to the requirements of the appli-
cable part 173 bulk packaging section 
specified in the § 172.101 table for the 
material to be transported; 

(iii) The portable tank, cargo tank 
motor vehicle or rail tank car con-
forms to the requirements of all as-
signed bulk packaging special provi-
sions (B codes, and T and TP codes) in 
§ 172.102 of this subchapter; and 

(iv) The bulk packaging conforms to 
all applicable requirements of §§ 173.31, 
173.32, 173.33 and 173.35 of this sub-
chapter, and parts 177 and 180 of this 
subchapter. The periodic retests and 
inspections required by §§ 173.31, 173.32 
and 173.33 of this subchapter may be 
performed in accordance with part 180 
of this subchapter or in accordance 
with the requirements of the TDG Reg-
ulations provided that the intervals 
prescribed in part 180 of this sub-
chapter are met. 

(v) Rail tank cars must conform to 
the requirements of Canadian General 
Standards Board standard 43.147 (IBR, 
see § 171.7). 

(4) Cylinders. When the provisions of 
this subchapter require that a DOT 
specification or a UN pressure recep-
tacle must be used for a hazardous ma-
terial, a packaging authorized by the 
Transport Canada TDG Regulations 
may be used only if it corresponds to 
the DOT specification or UN standard 
authorized by this subchapter. Unless 
otherwise excepted in this subchapter, 
a cylinder (including a UN pressure re-
ceptacle) may not be transported un-
less— 

(i) The packaging is a UN pressure re-
ceptacle marked with the letters 
‘‘CAN’’ for Canada as a country of 
manufacture or a country of approval 
or is a cylinder that was manufactured, 
inspected and tested in accordance 
with a DOT specification or a UN 
standard prescribed in part 178 of this 
subchapter, except that cylinders not 
conforming to these requirements must 
meet the requirements in § 171.23. Each 
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